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Multiple Levels of Control
The Genesis II Select is a digital police radar system utilizing the 

• K-Band, Ka-Band or K-Band Directional antenna

• Superior RFI Rejection 

• Industry's Best Tracking Method 

• Intuitive Displays with Automatic Dimming

• Compact Detachable Display

• High Quality Backlit Remote Control
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GENESIS II SELECT TECHNICAL SPECIFICATIONS
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Radar
Stationary Accuracy

,6 Km/h (1 mph)

Moving Accuracy
3, Km/h (2 mph)

Target Speed Range
6 - 340 Km/h (1 )

Patrol Speed Range
8 - 160 Km/h (5 )

Speed Sampling Rate

Operating Frequency

Beam Width

Power Output

Antenna Weight
,4 kg
,2 kg

,3 kg

Computer/Display Unit
Software Options

Input Voltage

Operating Temperature

DSP Computer

Dimensions
3,7 H 13,3 W 2,8 cm D

3,7 H 13,3 W 7,6 cm D

Combined Weight 
0,6 kg

Features
Superior RFI Rejection 

The Industry's Best Tracking Method 

the second strongest target — as long as that target is going 

Intuitive Graphic Displays

Compact Detachable Display

High Quality Remote Control 

Easy to Use Automatic Same Lane (Directional Only)


